
Manufacturer: SMA Technologie AG

Model #: SC125U - 208 Vac

0Output Power: 125 kW Night Tare Loss: 26.46 W

Vmin: 275 Vdc Vnom: 330 Vdc Vmax: 480 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 12.50 25.00 37.50 62.50 93.75 125.00 Wtd
Vmin 275 92.39% 94.58% 94.61% 95.03% 93.70% 93.51% 94.07%
Vnom 330 91.15% 93.15% 93.89% 94.15% 93.31% 93.02% 93.45%
Vmax 480 88.83% 91.92% 93.69% 93.77% 93.46% 92.82% 93.26%

CEC Efficiency = 93.5%
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(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%)
10% Vmin 14.23 301 91.03% 14.21 301 92.69% 14.17 301 92.43% 14.17 301 92.46% 14.22 301 92.78%
20% Vmin 27.29 300 94.63% 27.28 300 94.60% 27.29 300 94.63% 27.26 300 94.53% 27.25 300 94.49%
30% Vmin 39.79 301 94.58% 39.81 301 94.60% 39.81 301 94.60% 39.84 301 94.67% 39.82 301 94.62%
50% Vmin 69.65 300 94.89% 67.86 300 95.04% 67.69 300 94.80% 67.68 300 94.92% 68.00 300 95.24%
75% Vmin 91.09 304 93.70% 91.07 304 93.68% 91.03 304 93.64% 91.09 304 93.70% 91.11 304 93.72%
100% Vmin 122.52 303 93.51% 122.56 303 93.54% 122.53 303 93.52% 122.49 303 93.49% 122.50 303 93.49%
10% Vnom 14.26 340 91.22% 14.25 340 91.14% 14.25 340 91.13% 14.23 340 91.02% 14.26 340 91.23%
20% Vnom 26.00 341 93.07% 26.05 341 93.24% 26.03 341 93.15% 26.03 341 93.15% 26.03 341 93.15%
30% Vnom 38.71 338 93.82% 38.25 338 93.47% 38.28 338 93.54% 38.59 338 94.30% 38.60 338 94.33%
50% Vnom 68.52 338 94.26% 68.26 338 93.90% 68.21 338 93.83% 68.61 338 94.39% 68.59 338 94.36%
75% Vnom 91.08 339 93.34% 91.14 339 93.41% 90.79 339 93.05% 90.75 339 93.01% 91.14 339 93.41%
100% Vnom 119.32 342 93.15% 118.99 342 92.89% 119.01 342 92.93% 119.32 342 93.17% 119.39 342 92.95%
10% Vmax 12.06 478 86.95% 13.63 478 89.16% 13.64 478 89.24% 13.64 478 89.24% 13.64 478 89.20%
20% Vmax 24.55 478 91.79% 27.35 477 92.56% 27.33 477 92.49% 27.01 477 91.41% 26.99 477 91.34%
30% Vmax 36.88 480 93.68% 38.65 480 93.73% 38.65 480 93.73% 38.62 480 93.65% 38.63 480 93.68%
50% Vmax 66.60 480 93.75% 66.60 480 93.73% 66.60 480 93.75% 66.70 480 93.87% 66.60 480 93.73%
75% Vmax 89.49 479 93.34% 89.54 479 93.39% 89.72 480 93.56% 89.67 480 93.50% 89.66 480 93.49%
100% Vmax 119.35 477 92.96% 119.42 477 93.01% 119.40 477 93.00% 118.75 477 92.49% 119.07 477 92.74%


